AG&P PRATHAM LIFE SAVERS
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SAFE SYSTEM OF WORK LIQUEFIED NATURAL GAS (LNG) HANDL NQ .
. » . * Follow safety procedure for LNG loading /unloading operations
 Ensure hazards are identified & control measures are in place. ) . -
} . * Use only non-sparking tools while handling LNG
e Obtain Permit to Work [PtWV). L L .
* No ignition sources within LNG handling area
e Carry out Tool Box Talk (TBT). . .
) * Do not pour water on LNG spillage or leakage point

* \Work performed by trained & competent personnel. )

. . . * Ensure easy access to Emergency stop switches
* \Wear appropriate Personal Protective Equipment (PPE).

. . or shut down buttons.

* Intervene and stop unsafe job at site.

 Avoid direct contact with LNG, wear cryogenic PPEs

COMPRESSED NATURAL GAS (CNG) HANDLING
* Do not fill the CNG if cylinder is suspected to be

spurious/ altered /damaged.
* Ensure that CNG cylinder is within test life.

* Ensure that no passengers are allowed in the CNG * Never insert open wires in the socket, use proper plug & socket
filling area or vehicle movement area. * Ensure use of appropriate PPE’s like certified insulated gloves etc.
 Ensure that vehicle engine is in switched off condition and * ELCB / RCCB are used and in working conditions
driver is outside the vehicle before starting CNG filling. * Verify suitable equipment with rated capacity.

ELECTRICAL

 Use of Lockout & Tag out (LOTO) before commencement of
electrical job.

* Do not use damaged electrical equipment.

EXCAVATION, MANUAL BORING &

HORIZONTAL DIRECTIONAL DRILLING

« |dentify, locate and protect all underground utilities.

* Use insulated crow bar / pick-axe for manual excavation.
* Follow safety guidelines for Excavation, Boring and HDD.
» Keep machinery and soil away from edge of trench/ pit.

* Proper cordoning and use of barricades and warning sign
for trench/ pit
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AG&P PRATHAM LIFE SAVERS

DRIVING, ALCOHOL, SMOKING
« Plan your journey in advance considering route, duration,
road condition and weather condition.
* Ensure periodic inspection, servicing and maintenance of vehicles.
* Always wear seatbelt while driving / travelling in the passenger or
commercial vehicle.

* Always wear crash helmet while riding two-wheeler.

WORK AT HEIGHT

» Use only approved and certified working at height equipment

* |dentify ‘fall from height’ hazard before starting of plumbing job
» Secure all tools and equipment

e If using a rope access system, ensure use of fall arrest harness.
» Stop the work in adverse weather conditions.

. . * Precaution to be taken from nearby overhead electrical cables.
* Follow defensive Driving rules.
* Never use mobile phones or any other communication device
while driving.
GAS ESCAPE HANDLING

* In case of gas escape inside premises, open doors & windows to
ventilate the escaped gas.

CONFINED SPACE ENTRY i » Always wear appropriate PPE including fire retardant clothing.
» Monitor the confined space atmosphere at defined intervals to * Isolate/ turn off gas supply as early as possible.
ensure safety of person(s] inside the confined space. & + Continuously monitor for presence of gas in atmosphere.

* Ensure there is no chemical fume inside confined space

* Ensure provision of suitable access & egress

» Standby personnel (buddy) to stand outside confined space &
call for help of rescue team.

* Do not permit smoking / naked flame / use of phone / operation
of electrical switches, hot work etc.

» Seek help of local authorities as required to keep traffic &
people away.

» Carryout leak survey post leak repair and ensure no other leakage.

LIFTING OPERATION

» Approved lift plan in place before execution.

» Use only correct, approved and certified lifting equipment, tools
& tackles and safety devices.

* Do not exceed safe working load limit.

* Ensure safety measures for preventing contact with overhead
power line during lifting operation
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